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Abstract: Quality control is essential to a successful modular construction project and should be
enhanced throughout the project from design to construction and installation. The current methods
for analyzing the assembly quality of a removable floodwall heavily rely on manual inspection and
contact-type measurements, which are time-consuming and costly. This study presents a systematic
and practical approach to improve quality control of the prefabricated modular construction projects
by integrating building information modeling (BIM) with three-dimensional (3D) laser scanning
technology. The study starts with a thorough literature review of current quality control methods
in modular construction. Firstly, the critical quality control procedure for the modular construction
structure and components should be identified. Secondly, the dimensions of the structure and
components in a BIM model is considered as quality tolerance control benchmarking. Thirdly,
the point cloud data is captured with 3D laser scanning, which is used to create the as-built model for
the constructed structure. Fourthly, data analysis and field validation are carried out by matching the
point cloud data with the as-built model and the BIM model. Finally, the study employs the data of a
removable floodwall project to validate the level of technical feasibility and accuracy of the presented
methods. This method improved the efficiency and accuracy of modular construction quality control.
It established a preliminary foundation for using BIM and laser scanning to conduct quality control in
removable floodwall installation. The results indicated that the proposed integration of BIM and 3D
laser scanning has great potential to improve the quality control of a modular construction project.
Keywords: modular construction; quality tolerance control; removable floodwall; laser scanning;
building information modeling (BIM)
1. Introduction
Modular construction is the process where projects consist of individual sections, prefabricated in
an off-site controlled manufacturing facility, and assembled at the construction site. This method can
overcome the influence of factors such as poor construction site environment on the project quality.
The quality control of modular construction is mainly carried out from three aspects: preconstruction
stage, production stage, and installation construction [1]. Modular construction effectively improves
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the efficiency and quality of both design and construction. Also, it shortens the duration and cost
of construction projects, which represents an important trend in the development of architectural
industrialization [2–4]. A floodwall is a primarily vertical artificial barrier that is erected along the
banks of a stream or path of floodwaters to prevent floodwaters from reaching the area behind the
structure during seasonal or extreme weather events. Traditional floodwalls are mainly constructed
from concrete and metal elements. This system requires a large land area, which may restrict access
to the structure. It can be costly for construction and maintenance. Also, the traditional floodwalls
may block the natural view and damage the landscape along the river. Hence, a removable floodwall
system is designed and introduced to overcome those challenges brought by the traditional floodwalls.
Unlike traditional ones, these structures are movable and can be deployed or erected only in flooding
times. Removable floodwall systems can be applied to individual buildings, smaller areas, or a large
scale of the infrastructure such as dams, large-size port piers, railway tunnel portals, culvert openings
of expressways, openings of civil air defense structures, and urban large-scale communities to prevent
flood disasters [5]. Compared with traditional flood protection methods, the removable floodwall takes
advantage of the low labor intensity, high work efficiency, and small seepage [6]. Also, a removable
floodwall gives protection in case of flooding and open access to the floodplain over the remaining
time. It can also be used as an emergency tool against flooding in unprotected low-lying areas in
addition to the heightening of permanent flood protection structures in extreme events.
The installation processes of removable floodwalls typically consist of two permanent installed
components (end posts, anchor plates) and four removable components (logs, ground seal, pressing tool,
center post). Reinforced concrete plinths embedded with anchor plates are constructed in advance
at the site of floodwalls. The center posts are bolted onto the stationary anchor plates. The logs are
then compressed vertically with the pressing tools to provide a high level of leak tightness. The logs
will get compacted among themselves because of their intermediate seals. Additionally, the lowest
log with its special ground seal creates a water-tight seal with the ground. After the flood recedes,
all components are reversely removed and orderly stored in a warehouse.
One of the critical installation procedures is the accuracy tolerance control of anchor plates,
embedded in reinforced concrete plinths for connecting fixed columns. Ensuring the installation
precision of anchor plates without deviation during concrete pouring is crucial because the control
precision of concrete pouring is in millimeter accuracy. However, the current methods for analyzing
anchor plates’ tolerance accuracy rely primarily on manual inspections and contact type measurements,
such as rulers and measurement tapes, which are time-consuming and costly. Also, there is a lack of
systematic storage and management of the information obtained.
A significant portion of the researchers and practitioners adopt non-contact sensing techniques
to monitor the dimensional properties of the precast structures. Laser scanners have recently been
one of the most popular measurement tools in the construction industry [7]. Laser scanning directly
acquires three-dimensional (3D) point cloud data at a high accuracy level, with 2 to 6 mm at 50 m [8,9].
According to the existing studies [10–12], which conducted comparisons between laser scanning
methods and vision-based approaches, the laser scanning approaches offer better accuracy than
vision-based methods.
Building information modeling (BIM) combined with prefabricated modular components has
enabled integrated construction and engineering workflows on quality control. Using BIM to coordinate,
document, and control the quality in modular constructions appears to be a practical approach [13].
However, the previous research focused on the quality control of production processes [14] and
modular components [7]. There is a research gap on how to control the quality in the install stage of
modular construction with the integrated method of BIM and laser scanning.
This paper introduces a framework that integrates the use of BIM and 3D laser scanning technology
to enable rapid analysis of the assemble quality of anchor plates and other components for a removable
floodwall. The researchers first conducted a thorough literature review of laser scanning and BIM
in modular construction quality control. Then, this study proposes a framework of the modular
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floodwall installation and quality control process. The following sections describe the data capture,
quality inspection procedure, and the data storage and delivery methods accordingly. The study
utilizes the data of a real project located in a riverside city in China for validating the level of technical
feasibility and accuracy of the presented methods. The results indicate that the proposed integration
of BIM and 3D laser scanning can produce a rapid and reliable method to proactively control the
assemble quality of anchor plates for removable floodwall during field installations.
2. Literature Review
2.1. BIM for Construction Quality Control
BIM is more than a new tool for the construction industry [15]. It proposed a relatively new
and collaborative environment in which the project team can work. It is a process that is supported
by various tools and technologies. For example, BIM-authoring tools which are used to develop a
building information model include Autodesk Revit, SCIA (a 3D structural engineering software),
ARCHICAD (an architectural BIM CAD software), Tekla Structures, etc. BIM analysis tools which are
used to perform structural analysis and energy calculations include SAP2000 (a structural software for
analysis and design), SCIA, AX3000 (a software for building services engineering, energy engineering
and virtual reality solutions), etc. Many standards and protocols, for example, the Industry Foundation
Classes (IFC), the BIM Collaboration Format (BCF), etc., are established to support the BIM industry.
It has several dimensions, such as cost, time, quality, and safety, which enable a construction project to
be executed with higher performance. In recent years, more and more researchers have applied BIM
technology to construction quality control [16–18]. The information mapping from BIM can improve
the project’s progress monitoring, detailed planning, and management of material flows across the
construction supply chain [14]. Čuš-Babič et al. [19] believed that BIM technology could effectively
eliminate the information barriers between architectural design, prefabrication, and construction.
The BIM is a rich and formal model that provides an ample number of possibilities for automated
quality inspections: it can interpret and execute various criteria ranging from client requirements
to health codes, safety codes, and building design and construction regulations [16]. The quality
inspection process generally includes various phases according to the objectives and scope of a specific
project. In general, the process includes four phases: rule interpretation, BIM model preparation,
rule execution, and rule-checking reporting.
There are three types of BIM-based quality control methods [17]: (1) physical quality control,
(2) logical quality control, and (3) data quality control. Physical quality control includes elements’
checking and clash checking between physical elements on different construction specialties such as
mechanical, electrical, and plumbing (MEP), and structure. Logical quality control relies on rule-based
checking using formulas, architecture acts, guidelines, and specifications. Data quality control refers to
data reliability checking. It checks whether a specific component has its proper attributes or not [16].
Construction quality controlling during the design phase can improve design quality by detecting
errors and omissions of design output. Quality checking in the construction phase can improve the
feasibility of a building’s construction by detecting conflicts between various building elements or
systems [16]. Thus, the importance of BIM-based quality checking allows for quick decision-making
and improves the design and quality of construction in building projects. Zhang et al. [18] developed
an automated error detection module and an installation system (i.e., fall protection installations such
as staircases, slab edges, slab openings, and protective equipment) operated through BIM-authoring
software Tekla Structures.
One of the important approaches of the BIM-based quality control is to compare the physical
structure and built environment to the BIM model. Laser scanning technology provides a quick and
efficient way to collect data.
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2.2. Laser Scanning for Construction Quality Control
Laser Scanning is a novel surveying technology. A laser scanner sweeps the surrounding space
with laser light to acquire 3D data points. A laser scanner emits a pulse of light, which measures the
amount of time it takes to travel from the scanner to the object and back, allowing the scanner to
calculate the distance. Point clouds provided by laser scanners can be used directly for measurement
and visualization [20]. One of the critical applications of laser scanning is construction quality
control [21–23]. Akinci et al. [21] proposed a first formalization for integrating project 3D models and
sensor systems to defect detection and characterization for construction quality control. Bosché and
Guenet [20] then presented the implementation of such a system, called the Scan-vs-BIM principle.
This enables the system to automatically match 3D data points to each BIM model object.
Point cloud data that capture facilities’ existing conditions are adopted for the quality inspection of
buildings and civil infrastructures. According to the different types of geometry quality, research efforts on
geometry quality inspection can be divided into three categories, namely (1) dimensional quality inspection,
(2) surface quality inspection, and (3) displacement inspection [24]. The dimensional quality inspection
has covered dimensions of prefabricated elements and dimensions of building façade elements, such as
size [25,26], shape [27], position [28], and orientation [28]. For surface quality inspection, most research
works are focused on surface crack, spalling, flatness, and deformation/distortion. For surface cracks
and spalling, local geometric features are commonly used to detect the target problems, such as the local
curvatures [29] or normal vectors [30]. Displacement inspection is focused on the change of relative position
of a structure or elements.
These research target problems include displacement of highway retaining walls [31],
displacement of dams [32], deflection of bridges [33], and displacement of landslides [34]. These research
works often need to collect point cloud data to monitor the displacement of structures by comparing
point cloud data captured at different construction processes [25]. In the fabrication phase,
the components such as precast concrete elements or prefabricated pipe spools are inspected to
ensure smooth installation and assembly on-site [35].
Laser scanning can contribute to reconstructing the structure or components of a construction
project. It can be integrated with BIM technology to ensure smooth control of the construction quality.
2.3. Integrated BIM and Laser Scanning for Construction Quality Control
The integration of 3D laser scanning and BIM offers an opportunity for construction quality
control [36]. Construction works on-site need to be assessed to ensure the as-built construction
outcomes are consistent with the as-designed BIM model. Moreover, the discrepancy should be
checked if it is less than the tolerance value [24].
This quality control inspection always includes building façade elements, steel columns, floor slabs’
surface quality, displacement of highway retaining wall, and many others [24]. Most of the inspections
are conducted after the construction works are finished and during the construction process [31].
Wang et al. [37] developed a prototype of a real-time construction quality control system. The system
can automatically collect on-site quality data, compare as-built point cloud data and an as-planned
BIM model, and assess construction quality.
Tang and Akinci [38] utilized laser scanners to collect dense 3D point clouds for bridge inspectors.
Akinci et al. [21] utilized sensing technologies and project modeling capabilities to develop an
active quality control system, which included acquiring and updating detailed design information,
identifying inspection goals, inspection planning, as-built data acquisition and analysis, and defect
detection and management. Bosché [28] introduced an approach for automated recognition of project
3D BIM objects in large laser scans to automatically control the compliance of projects to corresponding
dimensional tolerances.
In general, the value of BIM models towards quality inspection and control is at two levels.
The first level is integrating product specifications within the BIM model, which enables reliable
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and efficient data management throughout a project life cycle. The second level is a more robust
construction quality inspection supported by updated and completed information [20].
Some other advanced automation and robotics technologies were also used in construction
management, which would enhance the quality control of modular construction projects.
Sun et al. [39] introduced the applications of the unmanned aerial vehicle (UAV) from urban planning,
illegal construction supervision, environmental engineering management, waste management,
intelligent transportation, and other aspects. Many companies use UAV on construction sites, with the
majority of applications replacing traditional still photo and video acquisition. In addition to traditional
uses of photographic information, photogrammetry software is being used to integrate this data into
building information models for construction management [40]. Irizarry and Costa [41] developed a
visual assets database from UAV-based images and videos collected during UAV flights at jobsites.
The results revealed potential applications of UAV mainly for project progress monitoring, job site
logistics, evaluating safety conditions, and quality inspections, among other secondary management
tasks. Dai et al. [42] discussed the photogrammetric in modeling and surveying for construction
quantity takeoff, quality control, and site safety monitoring applications. Lee and Park [43] used
3D stereo vision to track the location of multiple on-site workers, and their method provides good
reference for this study.
In summary, BIM and 3D laser scanning began to be gradually applied in the construction of
quality inspection and control, especially the quality control of modular construction. However, most of
them are focused on the construction process and the module production process. The research of the
modular building installation process and embedded components’ installation quality control are still
relatively few. This study plans to develop a quality tolerance control system with the integrated BIM
and 3D laser scanning based on the modular structure installation processes, and use the removable
flood wall project as an example to confirm the feasibility of the method.
3. Methodology
This section presents a methodology of using 3D laser scanning and BIM technology for quality
tolerance control on a modular construction project. A research framework was developed, as shown
in Figure 1. Appl. Sci. 2020, 10, x FOR PEER REVIEW 6 of 21 
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Step 1: Literature review. This study first conducted a thorough literature review and background
study to evaluate the feasibility of using 3D laser scanning and BIM for modular construction quality
control and tolerance analysis.
Step 2: Identify the critical quality control procedures. This study categorized the modular
construction installation into three main construction phases: preconstruction, construction,
and post-construction, as shown in Figure 2.
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In the preconstruction phase, first of all, quality control was carried out from the aspect of raw
materials, and quality inspection was carried out on the incoming modules to ensure that the incoming
modules met the corresponding quality standards and met the installation requirements, such as
the size problem in the manufacture of large steel structures [5]. The prefabricated components,
including embedded parts and fabricated modules, were inspected and calibrated according to
the specifications and manuals. A detailed on-site quality control plan was prepared based on
the manufacturer’s recommendation. Construction equipment and construction staging area were
well-planned before installation. Proper use of professional equipment can improve construction
quality and significantly improve construction efficiency.
Then, the coordinates of the embedded parts were measured by the licensed surveyor on-site.
The surveyor defined the position of the embedded parts’ axes via a local coordinate system. This study
chose to utilize laser scanning technology for defining the location and the alignment of embedded
parts. In addition, a licensed quality control manager was assigned on-site, and quality control training
was provided for all construction personnel.
From the perspective of improving the quality of construction personnel for quality control,
installation personnel were required to have the corresponding qualification and professional training
to understand the specific construction sequence of module installation and possible problems and
treatment measures.
In the construction phase, the installation process and the detailed quality control procedure of
installing embedded parts and fixed fabricated modules were identified. Special attention was given to
the accuracy of module positioning and calibration to ensure its levelness and alignment do not affect
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the construction quality of the process and its immediate aftermath. A pre-final quality evaluation
was performed after the concrete foundation was cured to check the position and fabricated modules’
alignment. Supervision personnel were present for the key processes to ensure that the installation
meets the standards.
In the post-construction phase, final quality assurance was conducted before the project is turned
over to the owner, ensuring the quality standards are met.
Step 3: Develop BIM model. This study decided to utilize BIM and laser scanning technology
to conduct a quality control process. BIM models, including embedded parts, fabricated modules,
reinforcement, and concrete foundations, were created based on the design and the assembly instructions
of the construction structure. Establishing a quality BIM model in this modular construction project
helps the construction professionals check and solve design errors. It also ensured the project was
delivered on time, and the cost is maintained.
Step 4: Capture of point cloud data. This work included selecting a suitable laser scanner,
locating the scanning position, optimizing scanning methods, parameters, and removing the noise
data. The scanner set-up plays a vital role in the quality of the resulting point cloud [44]. Time-of-flight
scanners are commonly used for construction engineering projects. The key benefit of this type of
laser scanning technology is its long range [44]. Alba et al. [45] listed some time-of-flight scanners
that can reach a range of more than 1 km to capture infrastructure systems, such as dams or bridges.
A time-of-flight scanner was selected to capture the point cloud data.
Step 5: Data analysis and field validation. First, the noise was removed from the raw point cloud
data. Then, the point cloud was georeferenced with the BIM model and was compared with the
BIM model for any tolerance discrepancy outside the quality requirement. Tolerance requirements,
including system alignment torsion, anchor plate elevation tolerance, the distance between each
embedded parts, the distance between fabricated modules and embedded parts, and the rotation
tolerance, were predefined in the BIM model for quality control. An indoor test was conducted
to validate the laser scanner accuracy and optimize the selections of the laser scanning parameters.
The field validation was conducted after passing the indoor testing.
4. Case Study
This study implemented the methodology in a real-life project. This modular construction project
is along the Heilongjiang river, China. The length of the removable floodwall is 3135 m, with a total
of 1056 prefabricated anchor plates. The purpose of installing a removable floodwall is to meet the
new flood control standard without blocking the view of the skyline. Anchor plates are identical to
each other with the same installation procedure of each anchor plate. The authors decided to use two
sample anchor plates to describe how the quality analysis was performed in this study.
4.1. Identify Critical Quality Control Procedure
Prefabricated parts’ inspection and calibration: The removable flood wall used in this study
was obtained from IBS Company, Germany, and has been applied in Germany, Austria, the UK,
and China [5]. Table 1 shows the main components and materials.
Table 1. Main structure parts and materials of removable floodwalls [5].
Class Model Material
Center post MS100K-T05-1865 Aluminum alloy EN AW 6005
End post E100K-T01-1865 Aluminum alloy EN AW 6005
Dam beam DBAL100 × 200 − 2.5 (width: 3000 mm) Aluminum alloy EN AW 6063 T66
Ground seal BD100K (width: 3000 mm) PE(poltethylene)/PU(polyurethane)
Pressing tool VS 100K Stainless-steel SS304
Anchor plate AP 100K-T05 Stainless-steel SS304
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The removable floodwall consists of two permanent installed components, one is the end post,
and the other is the anchor plate. It also includes four removable components: logs, ground seal,
pressing tool, and center post. All of them are prefabricated and were transported to the job site,
as shown in Figure 3.
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It is essential to inspect the quality and dimension of the prefabricated components. In the
preconstruction phase, the research first utilized laser scanning technology to verify the anchor plates’
dimensions and then used the laser scanner to survey the construction site.
The workflow of quality control for a removable floodwall system with 3D laser scanning and the
BIM method is shown in Figure 4.
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Figure 7a,b presents the BIM model of the reinforcement structure and the anchor plates welded
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In addition to anchor plates, two other components require quality control. They are the fixed end
post and center post, as shown in Figure 8a,b. Figure 9 shows the anchor plates and the end post after
pouring concrete.
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4.3. Capture of Point Cloud Data
Selection of laser scanner: There are many types of laser scanners on the market. The selection of
the laser scanner in the project was deter ined by factors such as the range and accuracy specifications
of the scanner, the accuracy requirements of the project, the cost of the scanner, and the budget of the
entire project. The location and the scanning parameters of the scan were crucial to maintaining a high
level of accuracy. There are three key impact factors of the scanning accuracy: (1) distance to the object,
(2) incident angle between the 3D laser scan and the installed anchor plates, and (3) angular resolution
of the 3D laser scanner. Afte all of t ose f ctors w re stud ed, the Lei a P30 laser scanner, as shown
in Figure 10, was selected to capture the data. Multiple scans were then performed to minimize the
occlusion effect. The instrument specification is provided, as shown in Table 2.
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Table 2. Leica P30 laser scanner specification.
Leica Scan Station P30
Range accuracy 1.2 mm + 10 ppm over full range
Angular accuracy 8” horizontal; 8” vertical
3D(Three dimensional) position accuracy 3 mm at 50 m; 6 mm at 100 m
Target acquisition 2 mm standard deviation at 50 m
Range and reflectivity 18% at 120 m
Scan rate Up to 1,000,000 points per second
Range noise 0.4 mm rms at 10 m0.5 mm rms at 50 m
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When the prefabricated parts were delivered on-site, quick scans of anchor plates were performed.
Their dimensions were recorded to compare with the design requirement.
Planning of the site layout and the installation alignment: After verifying the components’ quality,
the survey control and installation alignment were set up using laser scanning technology. A total of
sixteen scans were performed along the riverbank. The scanning locations were carefully established
before scanning was performed by evaluating three factors: (1) distance, (2) angle between the anchor
plate and the scanner, and (3) angular and 3D position accuracy. Based on the range of the Leica P30,
the researchers decided to scan every 200 m along with the project length of 3135 m, as shown in
Figure 11 (this picture is for illustration purposes only).
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After an anchor plate was placed and levelled, it was permanently welded to the reinforcement to
protect any movement during the cast-in-place process, as shown in Figure 13a. Multiple scans were
performed to capture the point cloud data. Control targets were placed manually at the recommended
optimal distance from the scanner and evenly throughout the scan at different elevations, according
to the operating manual. Then, point clouds were tied into a single coordinate system, as shown in
Figure 13b.
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After verifying the anchor plates’ installation tolerance, end posts were welded to th reinforcem nt,
as shown in Figure 14, and concrete was cast in place. Then, center osts were set onto the anchor plate,
and service bolts were tightened to connect posts with anchor plates. The ground seal was integrated
into the log for each field. Then, logs were inserted with an integrated ground seal between posts.
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When the correct position of the anchor plate has been checked and documented, concrete work
is performed. After the concrete is cured, scans are conducted to capture the anchor plate’s as-built
position, as shown in Figure 15a,b. The data will be compared to the point cloud before pouring
concrete to check if the position is changed due to the concrete work.
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the original point cloud data, it was necessary to eliminate the point cloud noise and use the feature 
extraction algorithm to reduce the number of point clouds and the reading time of the computer. 
Noise data caused by material reflection was cleaned manually, and then the “region grow” function 
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on the X-axis (±3 mm), Y-axis (±5 mm), and Z-axis (±10 mm) need to be evaluated and measured, as 
shown in Figure 9. To measure the torsion deviation, each anchor plate was controlled by four 
check-points, which are the four corners. The errors were calculated manually by comparing the 
created BIM model and the scanned point cloud data, as shown in Figure 17. 
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4.4. Data Analysis and Field Validation
After performing a 3D laser scan, the ra ta need to be processed. Cyclone was
selected as the software t ss point clou d ta because it i a software developed by Leica,
the manufactu er of 3D laser sca ner used in the study, hence avoiding compat bility problems in
between the software and the equipment a i i t e cost of purchasing a new software since
Cyclone comes with the Leica 3D laser scanner.
The project used China Geodetic Coordinate System 2000 (CGCS2000) as its main georeference system.
The Lecia Total Station surveyed each control point under the CGCS2000 system. The registration process
of combining the 16 scans was under the 5 mm of accuracy. Once the point cloud is registered, the control
points were used to georeference the entire data in the CGCS2000 system. The georeferencing accuracy is
also within 5 mm. Thus, the BIM model and point cloud data were in the same coordinate system and
could be compared. Due to the high density and the noise data from the original point cloud data, it was
necessary to eliminate the point cloud noise and use the feature extraction algorithm to reduce the number
of point clouds and the reading time of the computer. Noise data caused by material reflection was cleaned
manually, and then the “region grow” function in the Cyclone was performed to smooth out the surface of
the anchor plate. After that, the point cloud data were extracted and saved in IFC format for storage to
facilitate comparison with BIM data.
Based on the design tolerance provided by the anufacturer, as shown in Figure 16, the offset
on the X-axis (±3 mm), Y- is ( 5 m), and Z-axis (±10 m) need to be evaluate and measured,
as n in igure 9. To easure the torsion deviation, each anchor plate was controlled by four
check-points, which are the four corners. s ere calculated manually by comparing the
created BIM model and the scan ed point clou i Figure 17.
Researchers examined the distance and the offset of the three axes between the center point of
the anchor plate. The required center to center distance is 3000 mm. The actual distance is 3003 mm
with −3 mm on the X-axis, 3 mm on the Y-axis, and 2 mm on the Z-axis. All of them met the quality
requirement, as shown in Table 3. Table 4 shows the deviation of the control points to determine the
torsion quality. The most significant deviation is 5 mm on the Z-axis, and it is within the requirement
of ±10 mm.
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A final performance test was conducted to check the water leakage along with another structural
testing before it was applied to the entire project, as Figure 18 shows [5]. The posts’ bending
resistance and the seepage resistance of the removable floodwall system met the design requirements.
The removable floodwall construction project was completed, as shown in Figure 19. All the quality
control tolerance was accepted.
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5. Discussion
During the installation of the removable floodwall, it is found that the stage of concrete
implementation is more prone to quality problems than any other process. First, the concrete process
should be carried out in accordance with the processes and standards in the prepared construction
plan, paying particular attention to the accuracy of the module positioning and calibration to ensure its
elevation, level, and perpendicularity, so as not to affect the quality of the construction of this process.
Then, rigorous quality control is required to perform at the level of millimeters. Current quality control
is done by manual means such as rulers and latitude and longitude meters, which are time-consuming
and inaccurate in measurement. It is difficult to measure accurately in high-rise locations or harsh
environments, and it takes a lot of time and effort to do so. This study first uses BIM to construct a
model to form a reference point for quality control. A 3D laser scanning of the construction site is
used to form an actual model of the structure. By comparing the two models, an evaluation of the
quality tolerance of the modular construction is performed. The construction site adjusts the modules
according to the comparison results until the final quality control requirements are met. As there
will always be changes at the construction site, there will be differences from the initial design BIM.
Therefore, the point cloud data can also be used to modify the BIM model and ultimately become the
final as-built model of the structure.
The embedded components are the connections of a modular structure, an essential part of
modular construction. The embedded parts’ location determines the quality of the components and the
installation quality of the entire structure. The quality control of modular construction is divided into
quality control of prefabricated component production and installation quality control. Kim et al. [7]
studied the method of evaluating the dimensional and surface quality of prefabricated components
based on BIM and 3D laser scanning. The quality of on-site installation, however, is more difficult
to control. The non-contact quality control method based on BIM and 3D laser scanning designed
in this paper is of general interest. It can be fully extended to modular buildings’ whole life cycle,
including design, build fabrication, installation and operation, and maintenance. The processing of
point cloud data is at the core of using laser scanning for fine-grained quality management. Also,
the process of registering point cloud data and removing noisy data to meet the quality control
requirement plays a key factor in the success of quality management.
A detailed comparison was performed between the standard quality control procedure and the
proposed 3D laser scanning and BIM method. The number of workers needed, the measuring time,
and the level of accuracy were documented and compared. The results are shown in Table 5.
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Compared with the traditional model, the method proposed in this study has two main advantages:
(1) it realizes collaborative management of the whole construction process. The problem solving of
the construction process is no longer unilateral. Many stakeholders are involved. (2) In terms of
construction quality control, a more accurate and efficient laser scanning and BIM inspection method
are integrated, reducing the quality inspection time of the entire construction process, avoiding on-site
rework, and providing more reliable data support for the construction problems. With the increasing
level of information technology in the industry and the continuous innovation of project management
models, this method will be more valuable throughout the project life cycle by adding control elements
and expanding management stages.
The economic feasibility of the proposed quality control system was discussed in the context
of other laser scanning applications. The cost of purchasing and deploying one or several laser
scanners is not trivial. If one compares the traditional quality control method and the method of
applying laser scanning and BIM in modular construction quality control, it may be cheaper to use
the traditional method. However, laser scanning technology brings many benefits to the project,
with quality control being only a minor one. Laser scanning can be used for multiple purposes,
including measuring distances and clearances, communicating between stakeholders, referring to
recorded data for operation, maintenance, and renovation/rehabilitation, and automating construction
progress control [44]. Quality control with laser scanning and BIM can be economically feasible
when used alongside other applications such as generating a detailed record of the construction or
measuring clearances.
One of the limitations of this study is the training. Many workers on the jobsite are not familiar
with laser scanning and BIM. It takes time to train those workers to operate the laser scanner and
have the data processed. This can be improved in the future by using a laser scanning specialist and
automating the data process. In addition, besides the terrestrial laser scanner, there is a variety of
tools that can be used to collect point cloud data. For a linear project, such as a removable floodwall,
a mobile laser scanning system could be a good selection, which can reduce the time of capturing point
cloud data. This research established a solid framework for using laser scanning and BIM for modular
construction quality control. However, the full potential of digital modeling and automation processes
can be expanded in the future.
6. Conclusions
Quality control is essential to a successful modular construction project. It should be enhanced
throughout the project, from design to construction and installation. Modular construction requires
prefabricated components to be delivered and inspected before storing in a secure place to avoid
deterioration from water, moisture, and other weather elements. A good quality control program will
prevent costly repairs after the project is completed. Handling large-scale modular projects requires
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extensive planning, quality control, and contingencies. The main challenges are the feasible logistics
plan, quality control, and commissioning. This study built a framework of integration of BIM and
3D laser scanning technology to perform quality control of the prefabricated modular construction
projects. A case study of installing a removable floodwall was presented to validate the process.
The critical quality control procedure was first established to layout when and what component needs
to be checked. BIM technology was used to establish an accurate three-dimensional model according to
the design and specification. 3D laser scanning technology was used to determine the entire removable
floodwall’s alignment to scan anchor plates and end posts before and after pouring concrete. Based on
the tolerance requirements, a comparison was performed between the point cloud and BIM model to
determine whether the discrepancy was within the allowable range. A series of rectifying measures
were carried out for the components beyond the allowable range of tolerance to ensure the construction
and installation quality.
This method improved the efficiency and accuracy of modular construction quality control.
It established a preliminary foundation for using BIM and laser scanning to conduct quality control in
removable floodwall installation. Also, it provided a reference for the combined application of BIM
and 3D laser scanning in modular construction quality control research.
In future work, a robust system will be developed to automatically extract the key points such
as the center point, corners, and alignment of the embedded parts for further comparative analysis.
The combination of BIM and 3D laser scanning in the whole process will significantly reduce the time
consumption of manual measurement and avoid manual measurement error. It can sufficiently improve
efficiency while ensuring quality control precision, and finally, achieve comprehensive automatic
quality control. How to build an automated algorithm to get more accurate dimensions of anchor
plates is the future research direction.
Author Contributions: Data curation, S.S.; Funding acquisition, H.L.; Investigation, C.Z., S.D. and R.C.;
Project administration, H.L.; Writing—original draft, C.Z. and S.S.; Writing—review and editing, H.L., S.D.
and R.C. All authors have read and agreed to the published version of the manuscript.
Funding: The authors acknowledge with gratitude the funding support from the National Key R&D Program
of China (No.2018YFC0406905); MOE (Ministry of Education in China) Project of Humanities and Social
Sciences (No.19YJC630078); the National Natural Science Foundation of China (project No.71302191 and
71302191); the Foundation for Distinguished Young Talents in Higher Education of Henan (Humanities &
Social Sciences), China (No.2017-cxrc-023); Youth Talents Teachers Scheme of Henan Province Universities
(No.2018GGJS080); China Scholarship Council (No.201908410388). This study would not have been possible
without their financial support.
Conflicts of Interest: The authors declare no conflict of interest.
References
1. Yoo, M.; Kim, J.; Choi, C. Effects of BIM-Based Construction of Prefabricated Steel Framework from the
Perspective of SMEs. Appl. Sci. 2019, 9, 1732. [CrossRef]
2. Bataglin, F.S.; Viana, D.D.; Formoso, C.T.; Bulhoes, I.R. Model for planning and controlling the delivery and
assembly of engineer-to-order prefabricated building systems: Exploring synergies between Lean and BIM.
Can. J. Civ. Eng. 2020, 47, 165–177. [CrossRef]
3. Li, J.; Lu, S.; Wang, W.; Huang, J.; Chen, X.; Wang, J. Design and Climate-Responsiveness Performance
Evaluation of an Integrated Envelope for Modular Prefabricated Buildings. Adv. Mater. Sci. Eng. 2018, 2018,
8082368. [CrossRef]
4. Teng, Y.; Pan, W. Systematic embodied carbon assessment and reduction of prefabricated high-rise public
residential buildings in Hong Kong. J. Clean. Prod. 2019, 238, 117791. [CrossRef]
5. Chen, S.; Li, H.; Guo, L.; Wang, L.; Cao, Y. Testing the Key Performance of Mobile Flood Protection System.
Adv. Civ. Eng. 2018, 2018, 5641385. [CrossRef]
6. Kádár, I. Mobile flood protection walls. Pollack Period. 2015, 10, 133–142. [CrossRef]
7. Kim, M.-K.; Cheng, J.C.P.; Sohn, H.; Chang, C.-C. A framework for dimensional and surface quality
assessment of precast concrete elements using BIM and 3D laser scanning. Autom. Constr. 2015, 49, 225–238.
[CrossRef]
Appl. Sci. 2020, 10, 8680 20 of 21
8. Muszyński, Z.; Rybak, J. Evaluation of Terrestrial Laser Scanner Accuracy in the Control of Hydrotechnical
Structures. Stud. Geotech. Mech. 2017, 39, 45–57. [CrossRef]
9. Olsen, M.J.; Kuester, F.; Chang, B.J.; Hutchinson, T.C. Terrestrial Laser Scanning-Based Structural Damage
Assessment. J. Comput. Civ. Eng. 2010, 24, 264–272. [CrossRef]
10. Dai, F.; Lu, M. Assessing the Accuracy of Applying Photogrammetry to Take Geometric Measurements on
Building Products. J. Constr. Eng. Manag. 2010, 136, 242–250. [CrossRef]
11. Dai, F.; Rashidi, A.; Brilakis, I.; Vela, P. Comparison of Image-Based and Time-of-Flight-Based Technologies
for Three-Dimensional Reconstruction of Infrastructure. J. Constr. Eng. Manag. 2013, 139, 69–79. [CrossRef]
12. Golparvar-Fard, M.; Bohn, J.; Teizer, J.; Savarese, S.; Peña-Mora, F. Evaluation of image-based modeling and
laser scanning accuracy for emerging automated performance monitoring techniques. Autom. Constr. 2011,
20, 1143–1155. [CrossRef]
13. Lu, N.; Korman, T. Implementation of Building Information Modeling (BIM) in Modular Construction:
Benefits and Challenges. In Proceedings of the Construction Research Congress 2010, Banff, AB, Canada,
8–10 May 2010; pp. 1136–1145.
14. Costa, G.; Madrazo, L. Connecting building component catalogues with BIM models using semantic
technologies: An application for precast concrete components. Autom. Constr. 2015, 57, 239–248. [CrossRef]
15. Lee, C. BIM: Changing the construction industry. In Proceedings of the PMI®Global Congress 2008, North
America, Denver, CO, USA, 19 October 2008.
16. Park, S.; Kim, I. BIM-based quality control for safety issues in the design and construction phases. Archnet-IJAR
Int. J. Arch. Res. 2015, 9, 111–129. [CrossRef]
17. Seo, J.-C.; Kim, H.-J.; Kim, I.-H. Open BIM-based quality control for enhancing the design quality in the
architectural design phase. Korean J. Constr. Eng. Manag. 2012, 13, 3–15. [CrossRef]
18. Zhang, S.; Teizer, J.; Lee, J.-K.; Eastman, C.M.; Venugopal, M. Building Information Modeling (BIM) and
Safety: Automatic Safety Checking of Construction Models and Schedules. Autom. Constr. 2013, 29, 183–195.
[CrossRef]
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